
Safety featureS  
•	 Roller	guard	with	safety	sensor
•	 Two	emergency	stop	buttons
•	 Foot	pedal	control	for	hands	
free	operation

•	 CE	Approved

ReelPRO™ 

Laminator Take-Up 
System Optional
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Protect your media with the durable, all steel  
construction of 65” Guardian Laminators™

tech SpecS
Product	Code	-	Cold 55-LM1650CL-01

Product	Code	-	Heat	Assist 55-LM1650HA-01

Lamination	Speed Variable,	up	to	23	ft/min		(7m/min)

Laminate	Width 64.96	in	(1650	mm)

Maximum	Media	Thickness 					0.57	in	(14.48	mm)

Power	-	Cold 120	V	/	60Hz,	0.5A,	25	Watts

Power	-	Heat	Assist 120	V	/	60Hz,	9A,	1300	Watts	

Heat	Assist	Temperature	Range 104˚-122˚F		(40˚-50˚C	)

Feed	Tray	Height 36	in		(916	mm)

Assembled	Dimensions 73.2	x	22.4	x	51.18	in		(1860	x	570	x	1300	mm)

Shipping	Dimensions 78.8	x	19.3	x	23.2	in		(2000	x	490	x	590	mm)

Shipping	Weight 416.7	Lbs		(189	kg)

Guardian	Laminators™	are	an	affordable,	easy	to	use	solution	for	all	of	your		
finishing	needs	including	laminating	and	mounting.	The	Guardian	system’s	
intuitive	design	makes	for	quick	and	easy	use,	maintenance,	and	cleaning,		
saving	you	time	on	production.	Solid,	all	steel	construction	provides	high		
quality	performance	and	ensures	Guardian	Laminators™	are	built	to	last.

featureS
•	 All	steel	component	construction
•	 Forward/reverse	functionality
•	 Upper	and	lower	idler	bars
•	 Variable	speed	(up	to	23	ft/min)	
•	 Lower	mandrel	with	double	ended	
tension	brake

•	 Adjustable	pressure	settings	
	

•	 Easy	loading	drop-in	supply	shafts	
•	 Removable	feed	table	
•	 Crowned,	high	quality		
silicone	rollers

•	 One	(1)	year	parts	warranty
•	 Optional	take-up	system
•	 Optional	media	mandrel	kit



Distributed By:

Protect your media and users with the safety and 
control features of Guardian Laminators™

emergency 
Stops  

Safety	switches	are	
featured	in	both	front
and	rear	positions	for

easy	access.

Safety plate
  

Guards	the	rollers	and	
ensures	media	goes	in,	
but	fingers	stay	out.

Magic Bar
TM

 
System  

Upper	and	lower	idler	
bars	provide	accurate	
positioning	of	laminate	
for	a	smooth,	clean	

finish.

Lower Mandrel
System  

Equipped	with	a		
standard	lower	mandrel	
and	an	optional	media	

mandrel	kit.

Variable Speed
  

The	control	panel		
allows	for	variable	

speeds	up	to	23	ft/min,	
forward	and	reverse.

Supply55, Inc.
www.supply55.com 

LM1650-01 SS

ReelPROTM

ReelPRO	is	an	affordable,	easy	to	install,	easy	to	use	
take-up	system	for	use	with	laminators	and	Epson,	Mimaki,		
Mutoh,	Roland,	&	HP	wide-format	printers.	ReelPRO	will		
immediately	start	saving	you	money	through	improved		
efficiency	when	printing	and	laminating	longer	jobs:	banners,	
vehicle	wraps,	wallpaper,	signs,	etc.

Other Products by SUPPLY55


